Hirbodan niro.co

Hirbodan Test Sets
Model-HTS102+
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APPIICATIONS-REIAY TESTING:

- Overcurrent relays

- Invers time overcurrent relays
- Undercurrent relays

- Tripping relays

- Underimpedance relays

- Overvoltage relays

- Power factor relays

- Voltage regulating relays

MAIN CONTROL

CPU 8BIT Microcontroller
Clock 12.000 MHZ
Timer 000.000 - 999.999S

POWER SUPPLAY

OUTPUTS

PORT

CURRENT OUTPUTS - AC
Range No-load voltage (v) Full-load Voltage (v) Full-load current (A) Load/ unload times
0-10A 95v 80V ' 10A 2/15 min
0-40A 25V 20V 40A 1/15 min
0-100A 1ov 8Vv 100A 1/15 min
VOLTAGE OUTPUTS-AC/DC
Range No-load voltage (v) Full-load Voltage (v) Full-load current (A) Load/unload times
0-250v Ac 250v Ac 200v Ac 3A 10/45 min
0-300 Dc 350 v Dc 250v Dc 3A 10/45 min
SEPARATE AC VOLTAGE SOURCE
Range No-load voltage (V) Full-load Voltage (V) Full-load current (A)
20-120V AC 130v 100v 025A |
AUXILIARY DC OUTPUT
Range Voltage Max.current
20-220V DC 20-220V DC 1A

Serial Data Output Serial RS232

PHYSICAL SPECIFICATION

Dimension 20*25*30 cm
Weight 18kg
Operating Temperture Range B -10“6b (o]
Storage Temperture Range -15765C
Humidity Range -20780%RH

User guide

INCLUDED ACCESSORIES

Interfacing Relay Cable

Power Cable
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